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General
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ADR-3000™ isastate of the art fire alarm control panel. Based
on Telefire's firecom™ technology and using intelligent analog
addressable techniques, it monitors and controls output devices,
offering the very best in capacity, capability and reliability in
fire alarm systems.
The ADR-3000™ bridges the gap between conventiona fire
aarm systems and large anal og addressable systems, enabling
amall firedarmingalationsto benefit from thelatest technol ogies
at avery cost-effective price.
Furthermore, anADR-3000™ system can supervise awiderange
of smoke, heat, gas, and multi-sensor detectors, call points, alarm
bells, automatic extinguishers, etc., offering an outstanding ability
for quick response to dangerous situations.

About the System
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The ADR-3000™ controls and supervises each addressable
deviceindividually, including alarm level setting for each and
every detector, aswell as conditional operation for any output
device. Infact, any logical manipulation can be performed on
any devicethat is connected to the system.
Events, including time and location details, are stored in the
system's memory and may easily be observed on the large user-
friendly LCD display, on a PC monitor, or hard copy printout.
Any abnormal condition in one of the system's devices will be
displayed in detail, including alarm, trouble, maintenance alarm,
and other data necessary for alarm or servicing purposes.

Connectability
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Input Devicesthat can be connected to the system:

» AnalogAddressable Initiating Devices such asionization
and photoel ectric smoke detectors, fixed and rate-of-rise
temperature heat detectors, CO smoke detectors, combined
multi-sensor detectors, input interface cards, manual fire
darm call paints, etc.

» NonAddressable Initiating Devices such as conventional
detectors, beam detectors, fire detectors, etc., can be connected
via analog addressable interface modules.

Output Devices that can be connected to the system:

» Various notification and activation devices can be connected
to the system directly to the general outputs, or as analog
addressable output devicesviainterface cards. These devices
include larm bells, horns, automatic extinguishers, automatic
dialers, strobe lights, remote announcers, magnetic door
holders, etc.

Networking
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The ADR-3000's capahilities can be enhanced by connecting
two or more (as many as 32) control panelslocated in one or
severa buildings in a peer-to-peer network, thus expanding the
ADR-3000's capacity beyond 508 addresses up to 16,256
addresses. Each control panel on the network can respond to
aarm and trouble events that have occurred in other control
panels.
The ADR-3000's internet-enabled features allow it to provide
firealarm control panel monitoring over LAN, WAN, or Internet
using astandard web browser or Telefire's proprietary TCS-3040
software, and distribute alarm and trouble eventsviaabuilt-in
web server, e-mail notification and SMS paging.
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Add-on Devices
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» Remote panel & annunciator - RM-4005

» Analog addressable extinguishing controller - ADR-833

» Internet enabled monitoring and notification module -
NET-3000

»  Network communication module - LON-3000

» Modem - MCID-34

»  Analog addressable external power supply and battery charger
TPS-34A

firecom™

The key to thisremarkable level of performanceliesin aunique
detection agorithm, which interprets sensor information
intelligently, perfectly matching each sensor to the environment
for which it isdesigned for and compensating for environmental
changes. Telefire's engineers devel oped aline of advanced sensors
and accessories especidly for the ADR-3000™ product line to
make this possible.

Dimensions

Width: 475mm  Depth: 103mm  Height: 351mm

Weight

7,290 g. (hasic configuration - without back-up batteries)
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TELEFIRE, FIRECOM, ADR-3000, ADR-4000 are registered trademarks
of Telefire Fire & Gas Detectors LTD.

The company reserves the right to make changes or improvements without prior notice.



